LT-0002 Rev A

Installation Instructions

For 2 foot / 0.6m Diameter Ultra-High Performance Antenna

Model ADxxG-2-S2

Before Installation, please read the instructions carefully.

P This instruction book is for the installation of 0.6m ultra-high performance microwave antenna.

P Installation, maintenance and removal of antenna should be carried out by qualified personnel.

P To guarantee performance, the antenna system should be inspected once a year by qualified
personnel.

P The mount for this antenna is designed for a 2.0-4.5 inch (50-114 mm) diameter pole.
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SYSTEMS

1. Installation Preparation

1.1 Mounting Pole
Theantennashould be attachedio a Mounting Pole of diamter from 2to 4.5 inches§0-114 mm).

1.2 ToolRequired for Installation

No. Name Specification Quantity

Spanner

! & >=b 2 pes

Torque spanner

2 1pc
St

1.3 TorqueParameters of Standard Parts
Please use the followgtorque specifications when assemblitige antenna.

Table of Torque Parameters

NO. Fastener Size Torque (N-m)
1 M3 0.6
2 M4 1.3
3 M5 3
4 M6 5
5 M10 28

LFO002 Rev A Www.gotrango.com 3


http://www.gotrango.com/

LT-0002 Rev A

2. Open the Package and Identify Parts

1.MicrowaveAntenna (Reflector assembly,set)

0 ® ® B

List of Accessoy bag
2. Lubricant (1set) 3.Fingercot (1set)

= E—

4. Installation Manual (1 copy)

Fig 2. 1 Parts
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3. Adjust Antenna Polarization

For antennas with a rectangular waveguide oypeg, the antenna polarizadn may need to be changed
prior to installation.Confirmthe required polarization before mountirend aljust as necessaryrhe
detail is shown in figur8 below.

For H pol, remove 2 screws, rotate
transition and reinstall screws as
shown in Fig 2b. For V pol no change

needed.

Figure3a: Vertical Polarzation (Default)

Alignment mark aligned tq H

Figure3b: Horizontal Polarzation
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4. Install Antenna toMounting Pole

Rope to lift

antenna
Clamp Bracket

Nuts, Lock washer, flat washer (4x)

Figureda: Antenna Offsetleft

Figuredb: Antenna OffsetRight
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5. Mount Horizontal(Azimuth) Adjustment

STEPS

1) Rowgh Align left and rightandtighten Qamps (4 pdces)

2) LoosenFine adjustNuts(3 phces)

3) Turn 2 nuts to adjust azimuth Step 3: Turn 2 Nuts to adjust
4) Tighten all nuts after completing aligrent antenna azimuth

Step 1: Tighten Clamp Nuts

/—\
=

Step 2: loosen Nuts (3 places)

Figure5a: AntennaAzimuth AdjustSteps

Figure5b: AntennaAzimuth Adjustment RanggTop Viev)
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6. Elevation Adjustment
STEPS
Adjust antennaelevation byfirst movingthe position of boltdA¢ to position A or B as shawn
Figure 6bhthen adjusting elevation as shown in Figure Bhe antenna elevation adjustment

range ist25° -5°0r +5° -25°depending on the Positioof the Bolt GAs. When the adjustment
is finishedfasten all thenuts.

Step 1 loosen two nuts Step 2 turn thisnut to adjust

antennaelevation Bot A

Figure6a: AntennaElevationAdjustment
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PositionB: elevation adjustment PositionA: elevation adjustment
range is25°to +5° range is5°to +25°

Figure6b: Bolt A& mounting
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